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IMPORTANT NOTICE

Hitachi pursues a policy of continuous improvement in design and performance
of products. The right is therefore reserved to vary specifications without notice.
Hitachi cannot anticipate every possible circumstance that might involve a
potential hazard.

This heat pump air conditioner is designed for human comfort air conditioning
only. Do not use this heat pump air conditioner for other purposes such as drying
clothes, refrigerating foods or for any other cooling or heating purposes. ENERGY STAR

The installer and system specialist shall ensure safety against leakage according to local regulations
or standards. The following standards may be applicable if local regulations are not available. British
Standard, BS4434 or Japan Standard, KHKS0010, Europe EN378 or North America ASHRAE15.

No part of this manual may be reproduced without written permission.

This manual should be considered as a permanent part of the air conditioning equipment and should
remain with the air conditioning equipment.

Signal words (DANGER, WARNING, CAUTION, NOTICE and NOTE) are used to identify levels of hazard
seriousness. Definitions for identifying hazard levels are provided below with their respective signal
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A DANGER E DANGER |nd.|cat§s.a hazardous situation which, if not avoided, will result in
death or serious injury.

AWARNING . WARNING in.dicat.es. a hazardous situation that, if not avoided, could result in
death or serious injury.

ACAUTION . FZAUTION indicates a Ij\a.zardous situation which, if not avoided, could result
in minor or moderate injury.

\[oJf[67=1:  NOTICE is used to address practices not related to physical injury.
NOTE : NOTE is useful information for operation and/or maintenance.

Itis assumed that this heat pump air conditioner will be operated and serviced by persons conversant
in English. If this is not the case, the distributor should add safety, caution and operating signs in the
native language.
If you have any questions, contact your distributor or dealer of Hitachi.
This unit shall be installed in accordance with local codes and regulations.
Do not install the unit in the following places. It may cause a fire, deformation, corrosion or failure.
Places where oil (including machinery oil) may be present in quantities.
Places where a lot of sulfide gas drifts such as in a hot spring.
Places where flammable gas may generate or flow.
Places where strong salty wind blows such as coast regions.
Places with an atmosphere of acidity or alkalinity.
This manual gives a common description and information for this heat pump air conditioner which you
operate as well as for other models.
This system has been designed and tested to operate within the indoor temperature limits as stated
below. The manufacturer cannot guarantee satisfactory performance if the unit is operated for
prolonged periods outside of these limits.

CFCO)]
Temperature Range Maximum Minimum
Cooling Operation 89.6(32)DB/73.4(23)WB | 69.8(21)DB/59(15)WB
Heating Operation 80.6(27)DB 68.0(20)DB

DB: Dry Bulb WB: Wet Bulb
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e Do not install pipe work with diameters that are not specified for that model.

e Do not ground units to water pipes, gas pipes, telephone wires, or lightning rods as incomplete
grounding can cause a severe shock hazard resulting in severe injury or death. Additionally, grounding
to gas pipes could cause a gas leak and potential explosion causing severe injury or death.

e Do notinstall unitin an area where flammable materials are present due to risk of explosions that can
cause serious injury or death.

o Safely dispose all packing and transportation materials in accordance with federal/state/local laws or
ordinances. Packing materials such as nails and other metal or wood parts, including plastic packing
materials used for transportation may cause injuries or death by suffocation.

e Refrigerant gas is heavier than air and replaces oxygen. A massive leak can lead to oxygen depletion,
especially in basements, and an asphyxiation hazard could occur leading to serious injury or death.

o If refrigerant gas leaks during installation, ventilate the area immediately. Refrigerant gas may produce
toxic gas if it comes into contact with fire. Exposure to this gas could cause severe injury or death.

e Use the ELB (Earth Leakage Breaker) which is above medium reaction speed (residual-current circuit
breaker, action time of 0.1s or less). Otherwise, it may lead to electric shock or fire.

e Assure that the maximum operating pressure is checked when connecting to Outdoor UNIT.

e This unit <PPK-UFA1DQ> is a PARTIAL UNIT AIR CONDITIONER, shall only be connected to an appliance
suitable for the same refrigerant.

e This unit <PPK-UFA1DQ> is a PARTIAL UNIT AIR CONDITIONER, complying with PARTIAL UNIT
requirements of UL 60335-2-40/CSA C22.2 No. 60335-2-40, and must only be connected to other units
that have been confirmed as complying to corresponding PARTIAL UNIT requirements of UL 60335-2-40/
CSA C22.2 No. 60335-2-40.

e Only qualified personnel licensed or certified in their jurisdiction must carry out the installation work.
Installation must be done in accordance with this installation manual. Improper installation may result
in water leakage, electric shock, or fire.

e Pipe work and installation shall be in compliance with national codes.

e Use only specified accessories and parts for installation work. Failure to use specified parts may result
in water leakage, electric shock, fire, or the unit falling.

e Install the air conditioner or heat pump on a foundation strong enough that it can withstand the weight
of the unit. A foundation of insufficient strength may result in the unit falling and causing injuries.

e Take into account strong winds, typhoons, or earthquakes when installing. Improper installation may
result in the unit falling and causing accidents.

e Make sure that a separate power supply circuit is provided for this unit and that all electrical work is
carried out by qualified personnel licensed or certified in their jurisdiction according to local, state, and
national regulations. An insufficient power supply capacity or improper electrical construction may
lead to electric shock or fire.

e Make sure that all wiring is secured, that specified wires are used, and that no external forces act on the
terminal connections or wires. Improper connections or installation may result in fire.

e When wiring, position the wires so that the electrical wiring box cover can be securely fastened.
Improper positioning of the electrical wiring box cover may result in electric shock, fire, or the terminals
overheating.

e Before touching electrical parts, turn off the unit.

e When malfunction occurs, turn off the appliance by wireless remote controller firstly before cutting off
power supply.

e When a fire occurs, cut off the power supply immediately.

e Do not touch the electrical components with fingers, or may cause electric shock.

e This appliance can be used by children aged from 8 years and above and persons with reduced
Sji-



physical, sensory or mental capabilities or lack of experience and knowledge if they have been given
supervision or instruction concerning use of the appliance in a safe way and understand the hazards
involved. Cleaning and user maintenance shall not be made by children without supervision.

® Wear adequate personal protective equipment (protective gloves, safety glasses,...) when installing,
maintaining or servicing the system.

e The heat exchanger fins are sharp enough to cut. To avoid injury, wear gloves or cover the fins while
working around them.

e Do not touch the refrigerant pipes during and immediately after operation as the refrigerant pipes may
be hot or cold, depending on the condition of the refrigerant flowing through the refrigerant piping,
compressor, and other refrigerant cycle parts. Your hands may suffer burns or frostbite if you touch the
refrigerant pipes. To avoid injury, give the pipes time to return to normal temperature or, if you must
touch them, be sure to wear proper gloves.

e Install condensate piping to ensure proper drainage. Improper condensate piping may result in water
leakage and property damage.
e [nsulate piping to prevent condensation.
e Be careful when transporting the product.
e Do notinstall the air conditioner or heat pump in the following locations:
© Where a mineral oil mist or oil spray or vapor is produced, for example, in a kitchen. Plastic parts may
deteriorate and fall off or result in water leakage.
o Where corrosive gas, such as sulfurous acid gas, is produced. Corroding copper pipes or soldered
parts may result in refrigerant leakage.
o Near machinery emitting electromagnetic waves. Electromagnetic waves may disturb the operation
of the control system and cause the unit to malfunction.
o Where flammable gas may leak, where there is carbon fiber, or ignitable dust suspension in the air,
or where volatile flammables such as thinner or gasoline are handled. Operating the unitin such
conditions can cause a fire.

e This appliance is not intended for use by persons (including children) with reduced physical, sensory or
mental capabilities, or lack of experience and knowledge, unless they have been given supervision or
instruction concerning use of the appliance by a person responsible for their safety. Children should be
supervised to ensure that they do not play with the appliance.

NOTES:

e The airin the room should be renewed and the room ventilated every 3 or 4 hours.

e Theindoor unit should be positioned where the unit and interunit wires (outdoor to indoor) are at least
3.3ft (1m) away from any televisions or radios. (The unit may cause interference with the picture or

sound.) Depending on the radio waves, a distance of 3.3ft (1m) may not be sufficient to eliminate the
noise.

e Dismantling the unit, treatment of the refrigerant, oil and additional parts must be done in accordance
with the relevant local, state, and national regulations.

e As maximum allowable pressure is 602Psig(4.15MPa), minimum allowable pressure is 321Psig(2.21MPa),
the wall thickness of field-installed pipes should be selected in accordance with the relevant local,
state, and national regulations.

Explanation of symbols displayed on the indoor unit or outdoor unit

A2L This symbol shows that appliance uses a flammable refrigerant. If the
@ WARNING |refrigerant is leaked and exposed to an external ignition source, there is
a risk of fire.
I CAUTION |This symbol shows that the operation manual should be read carefully.

@ This symbol shows that a service personnel should be handling this
CAUTION . . A .
equipment with reference to the installation manual.

This symbol shows that information is available such as the operating
CAUTION . .
manual or installation manual.
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Precautions for R32

This air conditioner uses R32 flammable refrigerant. Air conditioner with R32 refrigerant, if not be
treated carefully, may cause serious harm to the human body or surrounding things. Please read the
following instructions carefully before installing, using and maintaining.

The installation of pipe-work in field shall be kept to a minimum length.

Do not use means to accelerate the defrosting process or to clean, other than those recommended by

the manufacturer.

The appliance shall be stored in a room without continuously operating ignition sources (for example:

open flames, an operating gas appliance or an operating electric heater).

Do not pierce or burn the refrigerant system to avoid the leakage.

Be aware that refrigerants might not contain an odour.

Do not charge R32 into system other than those designated for R32.

Do not charge R32 system with oil other than those designated for R32.

Do not use a reclaim cylinder other than an R32 reclaim cylinder.

Be sure to only use refrigerant piping approved for use with R32 refrigerant. The use of unapproved

piping may result in explosive rupture.

The pipe-work shall be securely mounted and guarded from physical damage.

The national gas regulations shall also be observed when field-installed refrigerant pipes are required.

Field-made refrigerant joints indoors shall be tightness tested. The test method shall have a sensitivity

of 0.01lbs (5 grams) per year of refrigerant or better under a pressure of at least 0.25 times the

maximum allowable pressure. No leak shall be detected; Mechanical connections shall be accessible for
maintenance purposes.

The joints shall not be reused, unless after re-flaring the pipe.

Joints made in the installation between parts of the refrigerating system, with outdoor part charged,

shall be made in accordance with the following.

o Abrazed, welded, or mechanical connection shall be made before opening the valves to permit
refrigerant to flow between the refrigerating system parts. A vacuum valve shall be provided to
evacuate the interconnecting pipe and/or any uncharged refrigerating system part.

o Mechanical connectors used indoors shall comply with ISO 14903. When mechanical connectors are
reused indoors, sealing parts shall be renewed. When flared joints are reused indoors, the flare part
shall be re-fabricated.

o Refrigerant tubing shall be protected or enclosed to avoid damage.

That after completion of field piping for split systems, the field pipework shall be pressure tested

with an inert gas and then vacuum tested prior to refrigerant charging, according to the following

requirements:

o The minimum test pressure for the low side of the system shall be the low side design pressure and
the minimum test pressure for the high side of the system shall be the high side design pressure,
unless the high side of the system, cannot be isolated from the low side of the system in which case
the entire system shall be pressure tested to the low side design pressure.

The appliance shall be stored in a well-ventilated area where the room size corresponds to the room

area as specified.

The appliances are designed for use at altitudes less than 6561.6ft (2000m), may cause serious harm to

the human body or surrounding things if used at altitudes 6561.6ft (2000m) and above.

Keep any required ventilation openings clear of obstruction, don’t block air inlet or air outlet,

Otherwise, the cooling or heating capacity will be weakened, even cause system stop operating or

safety hazard.

Maintenance or repair of air conditioner using R32 refrigerant must be carried out after security check

to minimize risk of incidents.

Ensure no following objects under the indoor unit:

o Microwaves, ovens and other hot objects.
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o Computers and other high electrostatic appliances.
o Sockets that plug frequently.

Installation, maintenance, service, repairing, removing and disposal operations, shall only be
performed by the qualified personnel or recommended by the manufacturer.

Every working procedure that affects safety means shall only be carried out by competent persons.
Examples for such working procedures are:

o breaking into the refrigerating circuit;

o opening of sealed components;

o opening of ventilated enclosures.

Precautions shall be taken to avoid excessive vibration or pulsation to refrigerating piping for the
transport and installation.

Protection devices, piping and fittings shall be protected as far as possible against adverse
environmental effects, for example the danger of water collecting and freezing in relief pipes or the
accumulation of dirt and debris.

When installing or repairing the air conditioner and the connecting line is not long enough, the entire
connecting line shall be replaced with the connecting line of the original specification; extension is not
allowed.

Refrigerating systems shall be so installed as to minimize the likelihood of hydraulic shock damaging
the system.

The appliance shall be stored and installed so as to prevent mechanical damage from occurring.

Work shall be undertaken under a controlled procedure so as to minimise the risk of a flammable gas or
vapour being present while the work is being performed.

All maintenance staff and others working in the local area shall be instructed on the nature of work
being carried out. Work in confined spaces shall be avoided.

The area shall be checked with an appropriate refrigerant detector prior to and during work, to ensure
the non-existence of potentially toxic or flammable atmospheres. Ensure that the leak detection
equipment being used is suitable for use with all applicable refrigerants, i.e. nonsparking, adequately
sealed or intrinsically safe.

If any hot work is to be conducted on the refrigerating equipment or any associated parts, appropriate
fire extinguishing equipment shall be available to hand. Have a dry powder or CO, fire extinguisher
adjacent to the charging area.

No person carrying out work in relation to a refrigerating system which involves exposing any pipe work
shall use any sources of ignition in such a manner that it can lead to the risk of fire or explosion. All
possible ignition sources, including cigarette smoking, should be kept sufficiently far away from the site
of installation, repairing, removing and disposal, during which refrigerant can possibly be released to
the surrounding space. Prior to work taking place, the area around the equipment is to be surveyed to
make sure that there are no flammable hazards or ignition risks. "No Smoking" signs shall be displayed.

Ensure that the area is in the open or that it is adequately ventilated before breaking into the system
or conducting any hot work. A degree of ventilation shall continue during the period that the work
is carried out. The ventilation should safely disperse any released refrigerant and preferably expel it
externally into the atmosphere.
Anti-static precautions is necessary for installing and maintenance, for example, wear pure cotton
clothes and gloves.
If R32 refrigerant leakage occurs during the installation, operators shall immediately detect the
concentration in indoor environment until it reaches a safe level. If the leakage affects the performance
of the machine, please immediately stop the operation, and the air conditioner must be vacuumed
firstly and be returned to the maintenance station for processing.
Where electrical components are being changed, they shall be fit for the purpose and to the correct
specification. At all times the maintenance and service guidelines of this manual shall be followed. If in
doubt, consult the manufacturer’s technical department for assistance. The following checks shall be
applied to installations using R32:
o The refrigerant charge is in accordance with the room size within which the refrigerant containing
parts are installed.
o The ventilation machinery and inlets and outlets are operating adequately and are not obstructed;
and shall keep away from heat source, flammable or explosive conditions.
v-
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o Marking to the equipment continues to be visible and legible. Markings and signs that are illegible
shall be corrected.

o Refrigerating pipe or components are installed in a position where they are unlikely to be exposed
to any substance which can corrode refrigerant containing components, unless the components are
constructed of materials which are inherently resistant to being corroded or are suitably protected
against being so corroded.

Repair and maintenance to electrical components shall include initial safety checks and component

inspection procedures. If a fault exists that could compromise safety, then no electrical supply shall be

connected to the circuit until it is satisfactorily dealt with. If the fault cannot be corrected immediately
but it is necessary to continue operation, an adequate temporary solution shall be used. This shall be
reported to the owner of the equipment so all parties are advised. Initial safety checks shall include:

o that capacitors are discharged: this shall be done in a safe manner to avoid possibility of sparking;

o that no live electrical components and wiring are exposed while charging, recovering or purging the
system;

o that there is continuity of earth bonding.

Sealed electrical components shall not be repaired.

Check that cabling will not be subject to wear, corrosion, excessive pressure, vibration, sharp edges or

any other adverse environmental effects. The check shall also take into account the effects of aging or

continual vibration from sources such as compressors or fans.

Under no circumstances shall potential sources of ignition be used in the searching for or detection of

refrigerant leaks. A halide torch (or any other detector using a naked flame) shall not be used.

Air-tightness test shall be carried out as guaranteed. Charging oxygen, acetylene or other flammable

and toxic gases during leakage inspection and air-tightness test may lead to explosions. It

recommended to use nitrogen gas for this test.

The following leak detection methods are deemed acceptable for all refrigerant systems.

o Electronic leak detectors may be used to detect refrigerant leaks but, in the case of flammable
refrigerants, the sensitivity can be inadequate, or can need re-calibration. (Detection equipment shall
be calibrated in a refrigerant-free area.) Ensure that the detector is not a potential source of ignition
and is suitable for the refrigerant used. Leak detection equipment shall be set at a percentage of
the LFL of the refrigerant and shall be calibrated to the refrigerant employed, and the appropriate
percentage of gas (no more than 25 %) is confirmed.

o The fluid used in leak detection is applicable to most refrigerants. But do not use chloride solvents to
prevent the reaction between chlorine and refrigerants and the corrosion of copper pipeline.

o If aleakis suspected, all naked flames shall be removed/extinguished.

o If a leakage of refrigerant is found which requires brazing, all of the refrigerant shall be recovered
from the system, or isolated in a part of the system remote from the leak. Removal of refrigerant shall
be according to this manual.

When breaking into the refrigerant circuit to make repairs - or for any other purpose - conventional

procedures shall be used. However, for flammable refrigerants it is important that best practice is

followed since flammability is a consideration. The following procedure shall be adhered to:

o safely remove refrigerant following local and national regulations;

o evacuate;

o purge the circuit with inert gas;

o continuously flush with inert gas when using flame to open circuit;

o open the circuit.

The refrigerant charge shall be recovered into the correct recovery cylinders.

Purging of the refrigerant circuit shall be achieved by breaking the vacuum in the system with inert gas

and continuing to fill until the working pressure is achieved, then venting to atmosphere, and finally

pulling down to a vacuum. This process shall be repeated until no refrigerant is within the system. The
system shall be vented down to atmospheric pressure to enable work to take place.

Ensure that the outlet of the vacuum pump is not close to any potential ignition sources and that

ventilation is available.

In addition to conventional charging procedures, the following requirements shall be followed.
o Ensure that contamination of different refrigerants does not occur when using charging equipment.
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Hoses or lines shall be as short as possible to minimise the amount of refrigerant contained in them.
o Cylinders shall be kept in an appropriate position according to the instructions.
o Ensure that the refrigerating system is earthed prior to charging the system with refrigerant.
o Label the system when charging is complete (if not already labelled).
o Extreme care shall be taken not to overfill the refrigerating system.

Prior to recharging the system, it shall be pressure-tested with the appropriate purging gas. The system
shall be leak-tested on completion of charging but prior to commissioning. A follow up leak test shall be
carried out prior to leaving the site.

Before carrying out the decommissioning procedure, it is essential that the technician is completely
familiar with the equipment and all its detail. It is recommended good practice that all refrigerants
are recovered safely. Prior to the task being carried out, an oil and refrigerant sample shall be taken in
case analysis is required prior to re-use of recovered refrigerant. It is essential that electrical power is
available before the task is commenced.

o Become familiar with the equipment and its operation.

o Isolate system electrically.

o Before attempting the procedure, ensure that:

(a) mechanical handling equipment is available, if required, for handling refrigerant cylinders;
(b) all personal protective equipment is available and being used correctly;

(c) the recovery process is supervised at all times by a competent person;

(d) recovery equipment and cylinders conform to the appropriate standards.

o Pump down refrigerant system, if possible.

o If avacuum is not possible, make a manifold so that refrigerant can be removed from various parts of
the system.

o Make sure that the cylinder is situated on the scales before recovery takes place.

o Start the recovery machine and operate in accordance with instructions.

o Do not overfill cylinders (no more than 80% volume liquid charge).

o Do not exceed the maximum working pressure of the cylinder, even temporarily.

o When the cylinders have been filled correctly and the process completed, make sure that the
cylinders and the equipment are removed from site promptly and all isolation valves on the
equipment are closed off.

o Recovered refrigerant shall not be charged into another refrigerating system unless it has been
cleaned and checked.

Equipment shall be labelled stating that it has been de-commissioned and emptied of refrigerant. The

label shall be dated and signed. For appliances containing flammable refrigerants, ensure that there are

labels on the equipment stating the equipment contains flammable refrigerant.

When removing refrigerant from a system, either for servicing or decommissioning, it is required to
follow good practice so that all refrigerants are removed safely.

When transferring refrigerant into cylinders, ensure that only appropriate refrigerant recovery cylinders
are employed. Ensure that the correct number of cylinders for holding the total system charge is
available. All cylinders to be used are designated for the recovered refrigerant and labelled for that
refrigerant (i.e. special cylinders for the recovery of refrigerant). Cylinders shall be complete with
pressure-relief valve and associated shut-off valves in good working order. Empty recovery cylinders are
evacuated and, if possible, cooled before recovery occurs.

The recovery equipment shall be in good working order with a set of instructions concerning the
equipment that is at hand and shall be suitable for the recovery of the flammable refrigerant. Consult
manufacturer if in doubt. In addition, a set of calibrated weighing scales shall be available and in good
working order. Hoses shall be complete with leak-free disconnect couplings and in good condition.

The recovered refrigerant shall be processed according to local legislation in the correct recovery
cylinder, and the relevant waste transfer note arranged. Do not mix refrigerants in recovery units and
especially notin cylinders.

If compressors or compressor oils are to be removed, ensure that they have been evacuated to an
acceptable level to make certain that flammable refrigerant does not remain within the lubricant. The
compressor body shall not be heated by an open flame or other ignition sources to accelerate this
process. Draining of oil from a system shall be carried out safely.

Disposal of equipment shall follow the national regulations.

The storage of the appliance should be in accordance with the applicable regulations or instructions,
whichever is more stringent.
-Vii-
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e The maximum number of pieces of equipment permitted to be stored together notes by each product

package information and standard follows ISO 780-2015 or local regulation.

o After completing the installation work, check that the refrigerant gas does not leak throughout the system.
e When installing or relocating the air conditioner, do not let any other substances besides R32, such as

air, enter the refrigerant circuit. The presence of air or foreign matter in the refrigerant circuit causes an
abnormal pressure rise, which may result in equipment damage and even injury.

e Refrigerant R32 in the system must be kept clean, dry, and tight.

o Clean and Dry -- Foreign materials (including mineral oils such as SUNISO oil or moisture) should be
prevented from getting into the system.

o Tight -- R32 does not contain any chlorine, does not destroy the ozone layer, and does not reduce the
earth’s protection again harmful ultraviolet radiation. R32 can contribute to the greenhouse effect if
itis released.

e Only use tools for R32, such as a gauge manifold, charge hose, gas leak detector, reverse flow check
valve, refrigerant charge base, vacuum gauge, or refrigerant recovery equipment.

o [f the conventional refrigerant and refrigerator oil are mixed in R32, the refrigerant may deteriorate.

e The pipe-work shall not be installed in an unventilated space, if that space is smaller than A ;,,(minimum
required room area) in table below, where installed pipe-work shall has no connecting joints.

e Appliance shall be installed, operated and stored in a room with a floor area larger than A, in table below.

e Theinstallation of pipe-work shall be kept to a room with a floor area larger than A, in table below.

e The unit has requirements on the minimum required room area (A,;,) used with different refrigerant
charging amount (m(lbs)). The total amount of refrigerant charged in the system corresponds to the
room area installed in the table below. The calculation result is based on the high-wall unit, and the
installation height is no less than 5.9ft(1.8m).

Minimum required room area for each refrigerant amount charged

High-wall(for single room)

Installation Height: 5.9ft(1.8m)
m(lbs) Anin(sq.ft) m(lbs) Anin(sq.ft) m(lbs) Anin(sq.ft)
<=4.061 - 5.732 101.289 7.937 140.246
4.063 71.800 6.173 109.081 8.378 148.038
4.409 77.910 6.614 116.872 8.818 162.862
4.850 85.710 7.055 124.663 9.259 179.555
5.291 93.498 7.496 132.455

CHECKING PRODUCT RECEIVED

e Upon receiving this product, inspect it for any shipping damage. Claims for damage, either apparent or
concealed, should be filed immediately with the shipping company.

e Check the model number, electrical characteristics (power supply, voltage and frequency) and
accessories to determine if they are correct.

The standard utilization of the unit shall be explained in these instructions. Therefore, the utilization of
the unit other than those indicated in these instructions is not recommended. Please contact your local
agent, as the occasion arises.

Hitachi’s liability shall not cover defects arising from the alteration performed by a customer without
Hitachi’s consent in a written form.

A\ WARNING

California Residents Only-
Cancer and Reproductive Harm
www.P65Warnings.ca.gov

-viii-



Table of Contents
Operation Manual
1. SAfELY SUMMAIY .ottt ettt ettt b ettt b et beb et et ebe b st eee 1
2. SYSEEM DESCIIPLION .ttt ettt sttt b et bbbt be et b et ss et ese e ns 1
3. BEfOrE OPEIAtiON c...cuueciiicieieicieieiet ettt bbbttt ettt bbb bbbt ettt 2
4, 0PEIAtION METNOM ...viiiieieicieee et st ettt et s b e e b be e s e ss e s e esenseseeseneesensenaesensans 2
5. AULOMALIC CONTIOL.uiuiiiiiiiicieieieiete ettt b bbbt betenas 2
6. Filter Cleaning
6.1 Stop the Appliance and RemMoVve the Air FIlLET .......c.cevirueueiririeiciiecceie et 3
6.2 Clean and ReINSLAll the AIr FILEET ...cvoueueueiieeec ettt 3
6.3 ReSet Of FIlter INAICATION ....c.cuiuieeiiiiicicicicieieiee ettt 3
7. TrOUDLESNOOTING ...ttt ettt bbb 4
T.11f Trouble StIlLREMAINS ....cuviiiiiiiiii s 4
T2 INO OPEIATION c.euiiteieit ettt ettt ettt et ettt s et bttt s et e st e b et e st s et e b et en e e b et et naennen 4
7.3 Not Cooling or Heating Well 4
TATHIS IS NOT ADNOIMAL....cuiiiiiiiiiicieiree ettt bttt be e 4
Installation & Maintenance Manual
1. SAfELY SUMMAIY oottt ettt sttt b ettt eb et b sttt e b st es 5
2. SEIUCTUIE ettt sttt st b ettt e b bttt b e sa et n et sne e s n e 5
2.1 DisSPlay INTrOAUCLION ..c.viieieiiieieieie ettt ettt et a e b e s st e be s e e ese e enensenes 5
2.2 Identification of Parts . . . .
2.3 Necessary Tools and Instrument List for INStallation ... 6
3. Transportation and HaNALNG ...c.ccceueueiiirieieirieiec ettt ettt 7
3.1 TrANSPOITATION. ...ttt ettt bt a s 7
3.2 Handling Of INAOOT UNTT .....uiuiiiiiiiiieieisieieees ettt 7
4. INAOOT UNTt INSEALATION ...ttt bbbttt 7

4.1 Installation Diagram...

4.2 SIEE INSTIUCTIONS ..ttt ettt ettt ettt b et bt et ea et b et e s et et b et esesae s enesenen
A3 INSTALIAEION .ttt b ettt eeenen 8
5. EL@CEMICAL WIKING ettt ettt sttt s et aenene 14
5.1 GENEIAL CRECK ..ttt sttt 15
5.2 Field Minimum Wire Sizes for POWET SOUICE. ......ccciuiuiuiuiuiiiiniiininisisieste ettt eseses 15
5.3 Position of Electrical Wiring CONNECHION. ....cuoviueuiririeieiiiieieiceiet ettt 16
5.4 Wiring Connection... .17
5.5 DIP SWItCR SETLINE ..cevteteiiiiirieieerietet ettt ettt sttt bbbt ebe et 18
6. TEST RUN .t b bbb bbbt sa bbbt en s 22
7. Safety and CONtrol DEVICE SEHING .....c.ceuiiririririiriie ettt 22

-ix-

\E|



=\

1. Safety Summary

Operation Manual

1. Safety Summary

e Do not pour water into the indoor or outdoor unit. This product contains electrical components and if
wet, can cause serious electrical shock.

Do not tamper with or adjust safety devices inside the indoor unit or outdoor unit. If these devices are
tampered with or readjusted, it may cause a serious accident.

Do not open the service cover or access panel for the indoor or outdoor unit without turning OFF the
main power supply.

o Refrigerant leakage can cause difficulty with breathing due to insufficient air. If leakage occurs, turn OFF
the main switch, and contact your service contractor.

e Do not use any sprays such as insecticide, lacquer, hair spray or other flammable gases within
approximately 3.3ft(1m) from the system.

o [f earth leakage breaker (ELB) or fuse is frequently activated, stop the system and contact your service
contractor.

o [f the supply cord is damaged, it must be replaced by the manufacturer, its service agent or similarly
qualified persons in order to avoid a hazard.

e The circuit must be protected with safety devices in accordance with local and national codes, i.e. a
circuit breaker.

e The appliance shall be installed in accordance with relevant local and national wiring regulations. The
maximum working pressure is 602Psig(4.15MPa). This maximum working pressure shall be considered
when connecting the indoor unit to outdoor unit.

e Theindoor unit is suitable for refrigerant R32 only and shall only be connected to outdoor unit suitable
for the same refrigerant (R32). Please refer to the instruction manual of the outdoor unit to be used
combined with the indoor unit for the refrigerant charging.

NOTE:

e |tis recommended that the room be ventilated every 3 to 4 hours.

2. System Description

This air conditioner unit consists of one outdoor unit. Specific and detailed configurations can be
referenced in the Installation and Maintenance Manual for the outdoor unit matched. This heat pump air
conditioner is used in cooling, heating, dehumidification and fan modes. All these functions are controlled
by wireless remote controller or wired remote controller (optional part).

Table 2.1 Indoor Unit Capacity List

Standard Capacity (Btu/h)

Indoor Unit Type

9000 12000 18000 24000 30000
High-wall Type N N N N N
N : Available



3. Before Operation

3. Before Operation

e Supply electrical power to the system for approximately 12 hours before start-up after long shut down.
Do not start the system immediately after power supply, it may cause a compressor failure, because the
compressor is not heated well.

e Make sure that the outdoor unit is not covered with snow or ice. If covered, remove it by using hot
water(approximately 122F°(50°C)). If the water temperature is higher than 122°F(50°C), it will cause
damage to plastic parts.

When the system is started after a shutdown longer than approximately 3 months it is recommended that
the system be checked by your service contractor.

Turn OFF the main switch when the system is stopped for a long period of time. If the main switch is
not turned OFF, electricity is consumed, because the oil heater is always energized during compressor

stopping.

4. Operation Method

For detailed operations, please refer to the user manual of the wireless remote controller (PC-LH8QE) or
wired remote controller (CIWO03-H) .

5. Automatic Control
The system is equipped with the following functions.

Three Minute Guard (Enforced Stoppage)

The compressor remains off for at least 3 minutes once it has stopped. If the system is started within
approximately 3 minutes after it has stopped, the RUN indicator is activated. However, the cooling
operation or the heating operation remains off and does not start until after 3 minutes has elapsed.

Three Minute Guard (Enforced Operation)

If allindoor units of the system are Thermo-OFF within approximately 3 minutes after compressor has
started, compressor is operated during 3 minutes continuously. However, if all indoor units of the system
are stopped by wired remote controller, compressor is stopped.

Frost Prevention During Cooling Operation
When the indoor unit is operated at low discharge air temperature, the cooling operation may be changed
to fan operation for a while to avoid frost formation on the indoor heat exchanger.

Hot Start During Heating Operation
To prevent cold air discharge in the room, the fan speed is controlled from the slow position and the low
position and then to the set position according to the discharge air temperature.

Slow Air Control During Defrosting Operation
When the outdoor unit is performing the automatic defrosting operation, the indoor fan is stopped.

Cooling of Indoor Unit
When the heating operation is stopped, the indoor fan operation is maintained at the slow position for the
maximum of 2 minutes to lower temperature of the inside unit.

Prevention of Overload Operation
When the indoor temperature is high during heating operation, compressor is stopped due to activation of
the indoor thermistor until the temperature becomes low.

2-
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6. Filter Cleaning

6. Filter Cleaning

It's necessary to clean the air filter after the unit has operated for more than 200 hours. When tun off
the unit, the "FC" indication shown on the " 55" display blinks 10 times (0.5Hz). Take out the air filter
according to the following steps.

e Turn Off the main power switch before taking out the filter.

6.1 Stop the Appliance and Remove the Air Filter
Stepl

Open the front panel.

Step2

Press the handle of the filter gently from the front.

Step3
Grasp the handle and slide out the filter.

|1

23
Fig.6.1 Take Out the Filter
6.2 Clean and Reinstall the Air Filter

Clean the air filter according to the following steps.

Stepl
Use detergent in lukewarm water flow onto the air filter If the dirt is conspicuous.

e Do not use hot water higher than approximately 104°F(40°C).
Step2
Dry the air filter in the shade after shaking off moisture.

6.3 Reset of Filter Indication

After cleaning the air filter, press "##" on the wireless remote controller or press emergency switch
on the back panel of indoor unit. The "FC" indication will disappear and the filter timer will be reset.



7. Troubleshooting

7. Troubleshooting

e When overflow of drain water from the indoor unit occurs, stop the operation and contact your
contractor.

e When you smell or see white smoke coming from the unit, turn OFF the main power supply and contact
your contractor.

7.1 If Trouble Still Remains

If the trouble still remains even after checking the following, contact your contractor and inform them of
the following items.

(1) Unit Model Name
(2) Content of Trouble
(3) Alarm Code No. on Liquid Crystal Display

7.2 No Operation

Check whether "TEMP" is set at the correct temperature.

7.3 Not Cooling or Heating Well

o Check for obstruction of air flow of the outside or inside units.
e Check if too much heat source exists in the room.

e Check if the air filter is clogged with dust.

e Check to see if the doors or windows are opened or not.

e Check if the temperature condition is not within the operation range.

7.4 This is Not Abnormal

e Smells from Indoor Unit

Smell adheres on indoor unit after a long period of time. Clean the air filter and panels or allow a good
ventilation.

e Cracking or Ticking Noise from the Unit
During the cooling and heating modes, a slight cracking or ticking noise may be heard occasionally.
This is due to the expansion and contracting of parts. This is normal.

e Steam from Outdoor Heat Exchanger
During defrosting operation, ice on the outdoor heat exchanger is meted, resulting in mist being
discharged from the outdoor fans. This is normal.

e Condensation on the Air Discharge Louvre
When the cooling operation continues for a long period of time under high humidity conditions (Higher
than 80.6°F(27°C)/80% R.H.), dew can form on the air panel.

o Refrigerant Flow Sound
While the system is being started or stopped, sound from the refrigerant flow may be heard.

NOTE:

e Except for a long period of shutdown, keep the main switch ON, since the oil heater is energized when
the compressor is stopping.

-4-

NI



1. Safety Summary

EN

Installation & Maintenance Manual
1. Safety Summary

e Do not perform installation work, refrigerant piping work, drain piping and electrical wiring connection
without referring to the installation manual.

e Check that the ground wire is securely connected.
e Connect a fuse of specified capacity.

e Pay a special attention to the installation location, such as a basement, etc. where refrigerant can stay,
since refrigerant is heavier than air.

e Do notinstall the indoor unit, outdoor unit, remote controller and cable within approximately 9.8ft(3m)
from strong electromagnetic wave radiators such as medical equipment.

2. Structure

2.1 Display Introduction

-,"-” Temperature indicatoro

’- == Display set temperature.

o o It shows "FC"a er 200 hours of usage as reminder

D U D U to clean the filter.
0 A erfilter cleaning press the filter reset button located
&S i i i i
(E— on the indoor unit behind the front panel in order to
U U U U reset the display.
YOS | L
( ’ Running |nd|cator9
It lights up when the AC is running.

@ K H E It flashes during defrosting.
| | @ Timerindicatore

It lights up during set time.

Emergency button

[(ITTTT] To let the AC run or stop by pressing the button.

-5-



2, Structure

2.2 Identification of Parts

Part Name

1. Wireless Remote
Controller

2. Air Filter

3. Horizontal Louvers

4. Front Panel

5. Pipes and Power
Connection Cord

6. Drain Hose

e The figures in this manual are based on the external view of a standard model.

e Consequently, the shape may differ from that of the air conditioner you have selected.

2.3 Necessary Tools and Instrument List for Installation

No. Tool No. Tool

1 Handsaw 12 Charging Cylinder

2 Screwdriver 13 Gauge Manifold

3 Vacuum Pump 14 Cutter for Wires

4 Refrigerant Gas Hose 15 Gas Leak Detector

5 Megohmmeter 16 Leveler

6 Copper Pipe Bender 17 Clamper for Solderless Terminals
7 Manual Water Pump 18 Hoist (for Indoor Unit)
8 Pipe Cutter 19 Ammeter

9 Brazing Kit 20 Voltage Meter

10 Hexagon Wrench 21 Wrench

11 Spanner

NOTE:

e About vacuum pump, gas hose, charging cylinder, gauge manifold, please use suitable equipments

for R32 respectively. Do not mix with other refrigerant.
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